
CIVIL AIR REGULATIONS 
Chapter 60 

The following proposed amendments represent substitutions 
to he made in the provisions of Chapter 60 of the Civil Air 
Regulations as published in the Federal Register, pp. 2541 
through £549. Except in these instances, the text of Chapter 6© 
so published mill apply. 

60.100 Flight Flan: A flight plan means a plan of flight which 

shall contain the following information: s 

(a) The aircraft identification mark, or the name of the 
governmental service in which the aircraft i s employed, 
if so employed, or the n'ime of the airline operator and 
the trip number, if engaged in scheduled airline service. 

(b) The type of aircraft involved end the number of aircraft 
making the f l ight , if t:i • aircraft are in formation. 

(c) The name of the p i lo t , or of the f l ight commander if the 
aircraft are in formation. 

(d) The point of departure of the particular flight for which 
such plan is being f i l ed . 

(e) The proposed cruising altitude or altitudes. 

(f) The point of f i r s t intended landing. 

(g) The proposed cruising airspeed. 

(h) The radio equipment carried in the aircraft . (If no radio— 
N0RA.D; if radio receiver only—-EONLY; if two-way radio, 
statement of transmitter frequency.) 

( i ) The proposed time of departure. (The actual time of departure 
shall be considered as the time when the aircraft leaves the 
ground.) 

(j) The estimated elapsej tine until arrival on the ground at the 
point of f i rs t intended Irndinp:, (it'or scheduled operation, 
the f i r s t stop to be made, together v;ith additional stops 
if requested by an airway traffic control station.) 

(k) The alternate airport, if the fl ight is to involve instrument 
f l ight . 

(1) The route, i f other than a direct course, and any other perti
nent information which the pilot deems useful for control purposes 
or which may be requested by an airway traffic control station. 
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6 0 . 1 0 1 Approved JT l ight_Plfi£ij An approved f l i g h t p l a n i s a p lan 
of f l i g h t , c o n t a i n i n g at l e e s t the i n f o r m a t i o n r eques t ed by OAR 6 0 . 1 0 0 , 
which has been approved by a i r w a y t r a f f i c c o n t r o l s t a t i o n of the Bureau 
i n t o the c o n t r o l a rea o f which the f l i g h t w i l l f i r s t e n t e r . 

Note : A p p r o v a l of a f l i g h t p l a n i s an a u t h o r i z a t i o n f o r an 
a i r c r a f t t o p r o c e e d in a c c o r d a n c e w i t h the p r o v i s i o n s 
of such f l i g h t p l a n o n l y i n s o f a r as known a i r t r a f f i c 
c o n d i t i o n s are concerned and does not c o n s t i t u t e a u t h o r i t y 
to v i o l a t e any p r o v i s i o n or p r o v i s i o n s o f the C i v i l A i r 
E e g u l a t i o n s . 

6 0 . 1 0 1 0 * T r a f f i c c o n t r o l i n s t r u c t i o n s i s s u e d to the p i l o t b e f o r e 
depar tu re a n d ' o r en rou te are a part of the approved f l i g h t p l a n . 

6 0 . 1 0 2 C o n t r o l l e d A i r p o r t : A c o n t r o l l e d a i r p o r t i s an a i r p o r t 
on which , o r a d j a c e n t t o wh ich , t h e r e i s a r a d i o d i r e c t i o n a l a id t o 
a i r n a v i g a t i o n d e s i g n a t e d t o d i r e c t a i r c r a f t to that a i r p o r t by t he 
a i d o f ins t ruments end a r a d i o equipped a i r p o r t t r a f f i c c o n t r o l tower 
ope ra t ed by a c e r t i f i c a t e d a i r p o r t t r a f f i c c o n t r o l t ower o p e r a t o r , 
and w h i c h has been d e s i g n t e d a con t ra l i e d a i r p o r t by the S e c r e t a r y 
f o r p romot ing the s a f e t y of ins t rument f l i g h t o p e r a t i o n s in i n t e r s t a t e 
o r f o r e i g n a i r commerce; o r any m i l i t a r y o r F e d e r a l l and ing area above 
w h i c h , o r i n c o n n e c t i o n w i t h w h i c h , cont ' - .c t f l i g h t o p e r a t i o n s have been 
r e s t r i c t e d f o r promot ing the s a f e t y of instrument f l i g h t o p e r a t i o n s . 
(See Appendix E f o r l i s t o f c o n t r o l l e d a i r p o r t s ) . 

60 .106 Ore en Zone o f JEnt_erse_cti on: A green zone o f i n t e r s e c t i o n 
i s a zone o f i n t e r s e c t i o n on a g reen a i rway in which through t r a f f i c 
on a green a i rway c o n t i n u e s th rough such zone a t a cons tan t a l t i t u d e , 
and i n which rone t r a f f i c on t he i n t e r s e c t e d amber o r red a i rway s h a l l 
p roceed as o u t l i n e d i n CAR 6 0 . 5 5 4 1 0 , and 6 0 . 5 6 4 2 0 . 

60 .107 Amber Zone o f Intersestion: An amber zone o f i n t e r s e c t i o n 
i s a zone o f i n t e r s e c t i o n on an amber a i rway in which through t r a f f i c on 
an amber airway c o n t i n u e s through such zone at a c o n s t a n t a l t i t u d e and 
in which zone t r a f f i c on the i n t e r s e c t e d red a i rway p r o c e e d s as o u t l i n e d 
i n CAR 60 .58420 

60 .108 Hed Zone o f I n t e r s e c t i o n : A red zone o f i n t e r s e c t i o n i s a 
zone of i n t e r s e c t i o n on a red a i r w a y in wh ich t r a f f i c on a red a i rway 
c o n t i n u e s through such zone a t a cons tan t a l t i t u d e and t r a f f i c on a 
s econda ry red a i r w a y p r o c e e d s as o u t l i n e d in CAR 6 0 . 5 8 4 2 2 . 

6 0 . 1 1 1 Contac t F l i g h t : Contac t f l i g h t i s f l i g h t o f a i r c r a f t 
in w h i c h the a t t i t u d e o f the a i r c r a f t and i t s f l i g h t path can a t a l l 
t imes be c o n t r o l l e d b y means o f v i s u a l r e f e r e n c e to the ground o r w a t e r . 
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60.115 Weather Minimums: proposed amendment to f i r s t paragraph 
of the note only, as follows: 

Note: The local United States leather Bureau reporting 
station for each controlled airport w i l l c lass i fy 
existing weather conditions for such airport by-
one of the following symbols: 

6 0 * 1 1 6 Daylight?_Jfo.urs of: (Day Flight, Daylight Hours, Day) 
The hours of daylight as used in these rules are those hours between the 
mean solar times of sunrise and sunset, as published in Weather ^ureau 
pamphlet No. 805, converted to local standard time for the loca l i ty concern
ed . 

60.117 Darkness, Hours of. (Night Flight, Hours of Darkness, Night) 
The hours of darkness as used in these rules are those hours between the 
mean solar times of sunset and sunrise, as published, in Weather Bureau 
pamphlet No, 805, converted to local standard time for the loca l i ty con
cerned . 

60.118 Acrobatics (Acrobatic Flight): Evolutions voluntarily per
formed with an aircraft other than those required for normal f l igh t . 

60.119 Ceiling: Ceiling i s the distance from the cloud base to 
the ground. 

60.120 Vis ib i l i ty : The greatest distance toward the horizon at 
which conspicuous objects can be seen and identified. 

*60.121 Mi1itary Air craft: Military aircraft are public aircraft 
operated in the service of the "united States Army, National Guard, Navy, 
Marine c orps or Coast Guard. 

*60,12£ Airway Traffic Control Area: An airway traffic control area 
is an area within the limits of designated c i v i l airways and over which 
a particular Bureau airway traffic control station exercises traffic con
t rol with respect to flights nade in accordance with instrument flight 
rule s. 

*60.123 Airway Traffic Control Station: An airway t raff ic control 
station i s a station operated by the ^ureau for the purpose of air traffic 
control on c iv i l airways within the jurisdiction of such station. 

*60,124 Airway Communications Station: An airway communications 
station is an airways radio and/or teletype communication station opera
ted by the Bureau. 

60.501 (to) A take-off shall not he commenced until there is no 
risk of col l i s ion with other aircraft during such take-off. 
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60.303 (c) Al l aircraft approaching for a landing shall c i rc le the 
airport or other lending area sufficiently to observe other t raff ic , unless 
the p i lo t receives other instructions from the airport traffic control opera 
tor. Such circles shall be made to tho lof t unless the pilot receives 
other instructions from the airport traffic control operator. Al l air
craft flying within 3 miles horizontally of the center of such airport 
or lauding area shall conform to this circuit rule unless flying at an 
altitude in excess of 2,000 feet above the ground or water, 

60.303 (d) Aircraft approaching for a landing shall, where practi
cable, maintain a straight approach course for the last 1,000 feet there
of before crossing the airport boundary. 

60.312 Approaching Head-On -When two aircraft are approaching head-
on, or approximately G O , and there is danger of co l l i s ion , each shall 
alter its course to the right so that they wi l l pass each other at a 
distance of at least 500 feet . 

60.314 Landing - An aircraft landing in the manner prescribed in 
CAH 60.303 shall have right of way over other aircraft in flight or on 
the ground, except aircraft landing in distress. 

60.352 (c) 1,000 feet above the ground over any Federal penal 
institution or any open air assembly of persons. 

60.553 (d) 500 feet above the ground or ^water elsewhere than 
as specified in OAR 60.350, 60.351 and 60.352, or within 500 feet from 
any mountain, h i l l or other obstruction to f l ight , except as may be specif
ica l ly approved by the Secretary; provided, however, that such restriction 
shall not apply to public aircraft previously authorized, by the appropri
ate governmental agency, to make such f l igh ts . 

*60.354 (o) 1,000 feet above the ground or water, or within 1,000 
feet of any mountain, h i l l , or other obstruction to f l ight , if an air
craft is making an instrument fl ight as defined in CAR 60.112. 

60.36 Right Side Traffic: Except when impracticable, aircraft 
making a contact fl ight -'long a c i v i l airway in accordance with the pro
visions of CAR 60.4 shall keep to the right side of such radio range 
course as is projected along the nirwsy. Except when otherwise speci
fied in an approved flight plan, and except when impracticable because 
of any natural or other obstruction, aircraft making a flight along a 
c iv i l airway in accordance with the provisions of CAE 60.5 shall keep 
to the right side of, and close to, such radio range course as i s pro
jected along the airway, provided, that inbound aircraft may f l y along 
the on-course signal i f navigating at an altitude of less than 10,000 
feet above sea level or if maintaining level flight at an altitude of 
10,000 feet or more above sea level as prescribed for such f l ight , and, 
provided, further, that outbound aircraft may f ly along the on-course 
signal if maintaining level f l ight at an altitude of 10,000 feet or more 
above sea level as prescribed for such flight from the time of passing 
over the cone of silence of the particular radio range concerned. 
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60.37 Proximity in Flight: No aircraft, other than military aircraft 
of the United States engaged in military maneuvers, shall be flown closer 
than 500 feet to any other aircraft in f l ight , except that by prearrange-
ment two or more c i v i l aircraft may be flown as close as, but not closer 
than, 300 feet to each other. 

*60.38 Parachutes: No parachute shr.ll be carried, available for 
immediate use as such, in any aircraft in flight unless i t has been 
packed within the preceding 60 days by a person authorized by the provis
ions of CAR 25.40. No parachute shall be used as such longer than 5 years 
after the date of i t s manufacture. 

Note: CAR 60.38 does not apply to military personnel when flying, 
of flying in, military aircraft, 

*60.39 Weather: A ceiling is considered unlimited when clouds cover 
less than 0.5 of the sky or when thu base of t h e clouds is more than 
9,750 feet above the point of observation. The reports of the U.S. 
Weather Bureau, when available to tlw. pi lot , shall govern, 

60 .4 FLKTHT RULES (CONTACT;: The following rules shall govern a 
contact flight in weather conditions equal to or better than those des
cribed in CAR 60 .44 on, along or across a designated c iv i l airway, or 
elsewhere in interstate or foreign air commerce. 

60.43 Flight Plan: No flight plan is required. 

Note: If a pilot desires that any information concerning his pro
posed flight bo transmitted by a Bureau communications f ac i l i t y 
to the point of destination, a complete flight plan as defined 
in CAR 60.100 shall be submitted to such f a c i l i t y . Such 
flight plan wi l l , if possible, bvj transmitted by Bureau com
munications f ac i l i t i e s to such point of destination as soon 
as practicable. 

60.430 Notification of Arrival: When the pi lot of an aircraft has 
submitted i flight plan, he shall, immediately upon landing or upon com
pletion of his f l ight , f i l e an arrival message for transmission to the 
point of departure. 

60.44 Weather I&Lnimums: The following weather minimums shall govern 
flight made in accordance with contact flight rules, provided, however, 
that the Secretary may require or approve higher minimums at any particu
lar controlled airport, and provided, furthor, that such minimums shall 
govern the controlled zone in which such controlled airport l i e s . 

60.440 Within Controlled Zones (Day): Flight of aircraft shall not 
be made during daylight within a controlled zone unless the ceiling is at 
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least 800 feet and the v i s i b i l i t y is at least 3 miles, unless permis
sion to make such flight has been received from, and acknowledged to, 
the certificated airport control tower operator on duty when the v i s 
ib i l i ty is less than 3 miles but not less than 1-1/2 miles, provided, 
however, that such operator shall suspend contact flight operations 
within the controlled zone whenever, in his judgment, a col l i s ion haz
ard exists, and provided further, that at any airport where a Bureau 
airway traff ic control station is in operation, permission for any 
flight made when the v i s ib i l i ty is lees than 3 miles shall be secured 
from such station by such operator. 

60.441 Within Controlled Zones (Night) - Flight of aircraft shall 
not be made during darkness within a controlled zone unless the ceil ing 
is at least 1000 feet and the v i s ib i l i t y is at least 3 miles, unless 
permission to make such flight has been received from, and acknowledged 
to, a certificated airport control tower operator on duty when the vis
ib i l i ty is less than 3 miles but not less than 1-1/2 miles, provided, 
however, such operator shall suspend contact flight operations within 
the controlled zone whenever, in his judgment, a col l i s ion hazard ex
is ts , and provided further,that at any airport where a Bureau airway 
traffic control station is in operation, permission for any flight made 
when the v i s ib i l i ty is less than 3 miles shall be secured from such 
station by such operator. 

60.442 Within Controlled Zones (Day or Night Below Overcast) -
Proposed to amend paragraph for purpose of conformity by deleting the 
words "three hundred" and "five hundred" and the parentheses enclosing 
"300" and "500" so that distance wi l l be specified by the number alone. 

60.443 Within Controlled Zones (Day or Night Above Overcast or 
Through Cloud Levels) - Proposed to delete the words "three hundred", 
"five hundred" (in each instance) and "two thousand" and the parentheses 
enclosing the numbers, "300", "500" and "2000". 

60.444 Within Controlled Zones (Day Flight At or Below 1000 Feet 
Above the Ground) - Proposed to delete the words "one thousand" and 
"one" and the parentheses enclosing the numbers "1000" and "1" . 

60.445 Without Controlled Zones (Day Flight Above 1000 Feet Above 
the Ground) - Proposed to delete the words "one thousand" and "three" 
and the parentheses enclosing "1000" and "3". 
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60.446 Without Controlled Zones (Night Flight At or Below 1000 
Feet Above the Ground) - Proposed to delete the words "one thousand" 
and "two" and tho parentheses enclosing "1000" and "g". 

60.447 Without Controlled Zones (Night Flight Above 1000 Feet 
Above the Ground) - No fl ight of aircraft shall be made at night at 
or below 1000 feet above the ground, elsewhere than in a controlled 
zone, unless the cei l ing is sufficient to permit f l ight at the minimum 
altitudes prescribed in CAR 60.35 and unless th ,• v i s i b i l i t y is at least 
3 miles. 

60.448 Without Controlled Zones (Day or Night Below Overcast): 
No flight of aircraft shall be made during daylight closer than 300 
feet ver t ical ly to tho base of th-.„- overcast or cloud formation, nor 
closer than 500 feet ver t ical ly if precipitation is occurring in any 
form. No flight of eireraft shall be made during darkness closer 
than 500 feet vert ical ly to the base of the overcast or cloud form
ation. 

60.449 Without Controlled ZoH-.s (Day or Night Above Overcast) -
Proposed to delete the note following this paragraph. 

60.46 Over-The-Top Flight: No flight of aircraft shall be made 
over broken clouds or stretches of solid overcast unless the attitude 
of the aircraft md its flight path can at a l l times be controlled 
by visual reference to the ground or water, and ascent and descent 
can be made in accordance with the provisions of CAR 60.443. (For 
scheduled airline operation, see CAR 40 and 61.) 

60.470 VJeather Changes - If weather conditions below the minimums 
prescribed in CAR 60.44 are anticipated or are actually encountered 
enroute, a landing shall be made at the nearest airport at which weather 
conditions are equal to or better than as prescribed in CAR 60.44, or 
the flight shall be altered so that i t may bo iri.de in weather conditions 
as good as, or better than, such minimums, unless such aircraft can and 
does proceed on an instrument flight in accordance with the instrument 
flight rules prescribed in CAR 60.5. 

60.48 Flight Altitudes: Proposed to delete the words "one thousand" 
and the parentheses enclosing the number "1000". 

60.5 FLIGHT RULES (INSTRL^ENT): The following rules shall govern 
instrument f l ight , and flight in waether conditions worse than those 
described in CAE 60.44, on, along or across n designated c i v i l airway 
or elsewhere in interstate or foreign .-ir commerce. 

Note: The rules prescribed under CAR 60.5 wi l l apply to scheduled 
airline operations unless otherwise specif ical ly indicated. 

60.50 Pi lot : No fl ight shall be made unless the p i lo t in charge 
holds a valid instrument rating. 
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60.51 Equipment: Aircraft snail be properly certificated as to 
equipment according to the provisions of OAR 04.513, 04.514 and 04.515. 
(Scheduled airline aircraft shall be certificated as provided in 
CAR 04.533.) 

60.52 Fuel Requirements: No aircraft shall take-off without fuel 
and o i l sufficient, considering the wind and other weather conditions 
to be encountered during tho course of the f l ight , at least 

(a) to complete such f l ight to the point of the first intended 
landing and thereafter 

(b) to f l y to and land at the alternate airport designated in 
the approved flight plan, and thereafter 

(c) to f ly , at normal cruising consumption, for a period of forty-
five (45) minutes. 

(For scheduled airline operations, see CAR 61.7021.) 

60.53 Flight Plan: Prior to take-off from any point within an 
airway traffic control area, and prior to entering such an area, an 
approved flight plan in accordance with CAR 60.101 is required. No 
flight plan shall be submitted until after the pilot has made a careful 
study of available current weather reports and forecasts and believes 
the fl ight can be made with safety. 

60.530 Traffic Control Instructions - Traffic control instruct
ions issued to the pilot before departure and/or enroute are a part 
of the approved fl ight plan, and the pilot shall comply with the same 
in a l l respects. 

*60.531 Controlled Zone of Intersection - No controlled zone of 
intersection served by a Bureau radio voice communication station 
shall be entered without f i r s t establishing communication with such 
station, direct ly or through other communication channels, and for
warding the expected tiim.- of arrival over the center of such zone, 
the altitude through such zone, ang tin. course or courses to be followed 
while within such zone, and thereafter observing such traff ic instruct
ions as may be issued by such station, provided, that such procedure 
shall not be required if tho flight plan has been approved by an air
way traffic control station of the Bureau prior to entering such zone. 

Note: For further information concerning aids to air navi
gation see "Tabulation of Air Navigation Radio Aids" 
published periodically by the Bureau of Air Commerce. 

*60.530 Notification of Arrival - The pi lot of an aircraft shall, 
immediately upon landing or upon completion of the f l ight , f i l e an 
arrival message for transmittal to the point of departure. 

60.54 Weather Minimums: The following weather minimums shall 
govern flight made in accordance with instrument flight rules, provided, 
however, that the Secretary may require or approve higher minimums at 
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any particular controlled airport, and provided, further, that such 
minimums shall govern the controlled zone in which such controlled 
aircraft l i e s . 

60.540 Proximity to Overcast - Flight within the prohibited 
vertical or horizontal distances from an overcast or cloud formation, 
prescribed in CAR 60.44, shall bo governed by instrument flight rules. 

60.548 Within Controlled Zones - Flight made within a controlled 
zone shall be governed by instrument flight rules, provided that c e i l 
ings or v i s i b i l i t i e s are below those specified in CAR 60.440 and 60.441. 
Ho f l ight , other than by a public aircraft or by a scheduled airline 
aircraft, shall be made to or fror... a controlled airport, or elsewhere 
in a controlled zone, when the ceiling is less than 500 feet or the 
v i s i b i l i t y is less than 1 raile, unless permission has bean received 
from the certificated airport control tower operator on duty to make 
a flight from such airport when the v i s i b i l i t y is less than 1 mile 
but not less than i- mile, provided, however, that such restricted v i s i 
b i l i t y is known to such operator to be a local condition, and provided 
further, that at any airport where a Bureau airway traffic control 
station is in operation authority for any f l ight made when the cei l ing 
is less than 800 feet and the v i s i b i l i t y ie less than 5 miles during 
daylight, and when the ceiling is less than 1,000 feet and the v i s i b i l i t y 
is less than 3 miles during darkness, shall be secured from such station 
by such operator. (For scheduled airline operation, see CAR 40.290, 
40.390 and 61.7109.) 

60.543 At Non-Controlled Airports - No f l ight , other than by a 
public aircraft or by a scheduled airline aircraft , shall be made to 
or from a non-controlled airport when the ceiling is less than 500 
feet or the v i s i b i l i t y is less than 1 mile. For scheduled airline 
operation see CAR 40.290, 40.390 e.n-'. 61.7109. 

60.55 Alternate Airports: proposed to amend subparagraph (a) to read 
as follows: 

(a) the fl ight plan as subr.itt^d includes an alternate airport 
having a landing area suitable for the equipment used, and 

Proposed to insert "there i s at the alternate airport" before the f i rs t 
word in both subparagraph (c) and subparagraph (d ) . 

60.56 Over-The-Top Flight: Over-the-top flight shall be governed 
by instrument flight rules whenever thu attitude of the aircraft and i ts 
flight path can not be controlled at a l l times by visual reference to 
the ground or watur, 

60.571 Communications Contacts - The pilot shall maintain a con
tinuous listening watch on the appropriate radio frequency and shall, 
by radio, contact and report as coos an possible to the appropriate 
communication station tho time and altitude of passing each designated 
radio f ix and/or other predetermined chock point together -with unantic
ipated weather conditions being encountered and any other information 
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pertinent to the aircraft movement and, further, if not within an air
way traffic control area, shall, prior to entering a controlled zone 
of intersection, establish, comcunication with the airways communication 
station of the Bureau located within or adjacent to such zone, forward
ing the -xpocted time of arrival over the center of such zone, the 
altitude through such zone, and the course or courses proposed to be 
followed while within such zone. Aircraft util izing airline communi
cation f a c i l i t i e s shall transmit information as required in this 
paragraph through such f a c i l i t i e s , or such information may be trans
mitted directly by radio, to the appropriate agency of tho Bureau. 

Note: lor further information concerning aids to air navi
gation, see "Tabulation of Air Navigation Radio Aids" 
published periodically by the Bureau of Air Commerce. 

60.57S Cormmini cat ions Failure - In the event of inabili ty to 
maintain two-way comrumication with tho appropriate coiamuni cat ions 
station and/or in the event that th' pilot dies not receive radio 
range signals sufficient to permit his ma intoining an instrument 
flight on course (see CAR 60.36) to any point cleared to or other
wise specified in an approved flight plan, one of the following 
procedures, shall be observed. 

60.5720 (a) Contact Flight - The aircraft may proceed provided 
that the f l ight may be rado in accordance with contact flight rules 
as provided for in CAE 60.4, 

60.5721 (b) landing - Landing shell be made at the nearest 
suitable airport at which favorable weather conditions exist and 
where no airway traff ic control station is located. 

60.5723 (c) Emergency Pr.-coduro - In the event weather 
conditions do not pt.-RRR.it the procedures provided for in CAE 60.57S0 
or 60.5721, the pi lot shall proceed according to his approved flight 
plan, including any amending instructions issued and acknowledged 
enroute, with particular attention tc rut.intr.ining his last acknow
ledged assigned altitude until the approach time last authorized 
for him, after which landing may bo made. Normal traffic wi l l 
resume as soon as the aircraft has landed or been accounted for, 
but, in any event, in net more than SO minutes after the approach 
time last authorized for the aircraft . 

*60.57S5 (d) Emergency Decisions - Jor a l l but scheduled airline 
operations see CAR 60.970 (a ) . For scheduled airline operations 
see CAR 61.7811. 

60.58 Flight Altitudes: Unless different altitudes are assigned 
by the Bureau airway traffic control station, the following flight 
altitudes shall govern fl ights made in accordance with instrument fl ight 
rules, except that during take-off or final approach for landing no 
flight in accordance with instrument flight rules shall be made below 
1,000 feet above the ground. 
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60.580 Flight Altitudes ca Green Airways - The following rules 
will govern the altitude at which aircraft making f l ights along those 
c i v i l airways which are specified as green airways shall f l y : 

60.5802 Green Airway Specification - The following c i v i l airways 
or parts or combinations thereof, are- hereby specified as green airways: 

(60.53020 (a) through 60.58024 (e), the green airway specifications, 
are proposed for amendment.) 

60.581 Flight Altitudes on Amber Airways - The following rules 
wi l l govern the: altitude at which aircraft making fl ights along those 
c iv i l airways which arc specified as amber airways shall f l y : 

60.5812 Amber Airway Specification - The following c i v i l airways 
or parts or combinations thereof, are hereby specified as amber airways 
unless otherwise specif ical ly indicated. 

(60.58120 (a) through 60.58125 (g ) , the amber airway specifications 
are proposed for amendment.) 

60.582 Flight Altitudes on Red Airways - The following rules wi l l 
govern the altitude at which aircraft making flights along those c iv i l 
airways which are specified as red airways shall f l y : 

60.5820 3?.stbound Flights - Every aircraft making good a true 
course of 0-' (or 360°) to, but not including, 130° along, a red airway 
shall f l y at an ODD thousand foot level above sea level (such as 3000, 
5000, or 7000 f ee t ) , 

60.5821 Westbound Flights - ihrery aircraft making good a true 
course of 180° tc , but not including, 360° (or 0°} along a red airway 
shall f l y at an EVEN thousand foot level above sea level (such as £000, 
4000, cr 6000 feet) . 

60.5822 Red Airway Specification - The following c i v i l airways, 
or parts or combinations thereof, are hereby specified as red airways, 
unless otherwise specif ical ly indicated. 

(60.582200 (a) through 60.582232 (g1), the red airway specifications, 
are proposed for amendment, and 7 ndlitional specifications.) 

60.5823, 60.58230 (a) and 60.58231 (b) are proposed for deletion 
in their entirety. (Secondary red airways provided for inclusion as 
indicated by the following, redes isolations.) 

.*60.583 through 60.58323 ar« proposed to be redesignated as 
60.584 through 60.58423 respectively. 

*60.583 through 60.583204 (e) ere proposed, thus made available, 
to fellow 60.582232 (g^) (the last reel airway specification) and to 
read as follows: 



*60.583 Flight Altitudes on Secondary Red Airways - Unless 
different altitudes are assigned by the Bureau Airway Traffic Control, 
the following rules wi l l govern the altitude at which aircraft making 
fl ights along those c i v i l airways which are specified as secondary 
red airways shall f l y : 

*60.5830 Northbound Flights - Every aircraft making good a 
true course of from 270° to, but not including, 90° along a secondary 
red airway shall f l y at an ODD thousand foot level above sea level 
(such as 3,000, 5,000 or 7,000 f e e t ) . 

*60.583l Southbound Flights - Every aircraft making good a true 
course of from 90° to, but not including, 270° along a secondary red 
airways shall f l y at an EVEN thousand foot level above sea level (such 
as 2,000, 4,000 or 6,000 f e e t ) . 

*60.5832 Secondary Red Airway Specification - the following c i v i l 
airways, or parts or combinations thereof, are hereby specified as 
secondary red airways, unless otherwise specif ical ly indicated. 

(60.583200 (a) through 60.583204 ( e ) , the secondary red•airway specifi
cations are proposed for amendment.) 

60,584 (old) through 60,5841 (old) are proposed to be redesignated 
to read 60,585 through GO.5851 respectively. 

60.584 (new - formerly 60,583) Flight Altitudes on Airway Inter
sections - The following fl ight procedure and altitude rules wi l l 
govern aircraft making flights on the c i v i l airways where two or more 
such airways intersect. 

60.585 Flight Altitudes on Off-Airway Flights - The following rules 
wi l l govern the altitudes of aircraft making Instrument f l ights , as 
defined in CAR 60„112, and flights governed by instrument f l ight rules 
when approaching or crossing a c iv i l airway not at a controlled zone of 
intersection. 

*60.586 Unless otherwise instructed by the Bureau Airway Traffic 
Control, a c i v i l airway shall not ho crossed at an angle of less than 
45° to such airway, and the appropriate altitude as prescribed in 
CAR 60.585 shall be maintained throughout the entire crossing of such 
airway, provided, however, that i f such crossing is through any part 
of a controlled zone of intersection the pertinent provisions of CAR 
60,584 shall govern. 

60,64 Lights on Stationary Aircraft: Between sunset and sunrise, 
a l l aircraft which are on the surface of water and not under way, or 
which arc moored or anchored in navigation lanes, shall show a 'white 
light vis ible for at least 2 miles in a l l directions. Between sunset 
and sunrise balloon and airship mooring cables shall'show groups of 
3 rod lights at intervals of at least every 100 foot , measured from the 
car* The f i r s t light in the f i r s t group shall be approximately SO feet 
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from the lower red. balloon l ight . The object to which the balloon is 
moored on the ground shall have a similar group of lights to mark i ts 
posit ion. 

60.700 (a) at any height whatsoever over a congested area of any 
ci ty, town, or settlement, or over any open air assembly of persons, or 
over any airport of landing area or within 1000 feet horizontally thereof, 
or over any controlled zone unless under the supervision of a Bureau 
inspector in flight tests and then only between 2,000 and 5,000 feet above 
the ground or water. 

60.72 Equipment: Each person in an aircraft flown acrobatically shall 
be properly equipped with a parachute manufactured under a valid type 
certif icate and maintained in accordance with the provisions of the 
Civil Air Regulations. 

60;720 Parachute Jumps -No person shall make any exhibition, test, 
training or demonstration parachute jump, unless wearing a certificated 
and proncrly maintained auxiliary p-r-" chute so arranged that it can be 
operated if the f irs t parachute should f a i l to function or become fouled. 
Whenever an auxiliary parachute is r...quired, i t shall consist of a single-
harness combination p-^ck. 

60.721 Altitude Before Jump - No exhibition, training or demonstra
tion parachute jui:p shall be made from an altitude of less than £000 feet 
above the surface of the ground or water. 

60.724 Jump Near Open Water - No person shall make any exhibition, 
test, training or demonstration parachute jump from any aircraft within 
2 miles horizontally from any body ef vvater, unless the jumper wears a 
flotation device approved by the Secretary and unless motor-powered 
marine rescue equipment is available. 

Note: CAR 60.72 docs not apply to military personnel when flying 
in military aircraft, 

60.80.1 through 60.8014 (e) arc proposed to be redesignated 60.800 
through 60.8004 (e) respectively. 

60.8000 (a) Paces in which "NC", "NR" and/or "NX" aircraft are 
permitted to enter. (See CAR 02.11.) 

60.602 through 60.8027 are redesignated to read 60.801 through 
60.8017 (h) respectively. 

60.88 Suspension or Revocation - proposed that this t i t le read 
Suspension, Revocation and Surrender: 

*60.885 Surrender: Upon notice from a duly authorized Bureau inspector 
of the suspension of an air moot p roi t by such inspector 
or by the Secretary, and upon th- dor;nd of either of the sane for the 
surrender of such permit, or uoon notice fmm the Secretary of the 
revocation of such permit, the holder thereof shall immediately surrender 
such permit to such inspector or immediately return such permit to the 
Secretary, as the case may be, 
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60.8902 (e) A white dead lino paralleling the area reserved for 
spectators and at least 200 foot in front of such area shall be pro
vided by the air meet off icials and the crossing of this dead line 
in the direction of the spectators of any aircraft wi l l result in the 
suspension of the certificate of the operator of such aircraft . 

60*8904 (o) No air meet event shall be conducted unless the 
operations area of tho airport or flying f ield is clear, the operatin 
personnel are present, sufficient police or guards are on duty and at 
their posts, no other air operations arc going on and scheduled air
line aircraft are not flying in the vic ini ty . 

*60.980 Surrender: Upon notice from a duly authorized bureau 
inspector of the suspension of a certificate of non-application by su 
inspector or by the Secretary, and upon the demand of cither of the 
same for the surrender of such cer t i f icate , or upon notice from the 
Secretary of the revocation of such cer t i f ica te , the holder thereof 
shall immediately surrender such certificate to such inspector or 
immediately return such certif icate to the Secretary, as the case may 
be. 

Chapter 60 is amended to include Appendix E to read as follows: 

oOo 

(The foregoing projected amendments to Chapter 60 are complete with 
the exception of: 
60,58020 (a) through 60.58024 (e) - the revised green airways; 
60.58120 (a) through 60.58126 (g) - tho revised amber airways; 
60,582200 (a) through 60.532232 ( g 1 ) - the revised and extended red 

airway3 (7 now red airway specif icat ions); 
60.583200 (a) through 60.583204 (c ) - tho revised and extended 
secondary red airways (3 now specifications and redesignated from 
60.58230 as provided above); 
Appendix E, Controlled Airports.) 
The asterisk (*) indicates a new paragraph inserted in chapter 60. 
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